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Add that final

Objects that have been created with
the aim of coalescing the benefits
of state-of-the-art technology with
the most up to date and

contemporary designs.

Extruded from Aluminium,
adjustable pan and tilt CCD B/W or__-_.__'—
colour camera, with e.Ieetro_ni-c_Firis,

and light emitters for night vision.

lluminated key pad and 2x16 bias
lighted LCD iSplay with
alphanumeric repert nction for
access code with 2 calling
methods. Our clever thinking aims

to make things easier for you.

Any place is no problem. Vandal resistant (IK-O9) and
weatherproof (IP-44) panel curved front of 2.5mm
thick injected aluminium, 4mm thick polycarbonate
camera windows, double walled sound grille, and

security screws, with special key.



It's difficult to find anything
like Platea that will be
admired for its charisma,
and beautiful design.
Clever technology
combined with distinctive
style, you always come
out on top but, first and

foremost, the best thing

about Platea Monitors is | » \ y .. -
: ; T-900

the choice of colours W 1 Series

available for customizing
the front face plate that

are quite unique.

Platea Audio




Single
Video Intercom
No Co-Ax required

4+N Kits || GL-4110/AL -1 way audio kit

Studio Plus Panels | GL-4220/AL -2 unit audio kit
Extruded | GL-4140/AL -4 unit audio kit
Aluminium | GL-4260/AL -6 unit audio kit

GL-4280/AL -8 unit audio kit
GL-4210/AL -10 unit audio kit

GL-5110
-As above with
-Stadio Plus Panel
camera.

Keyless Entry | GL-5113/SC

Integrated Video -4" B/W Platea Plus Monitor
Intercom Kit | -Upto 3 Monitors.

GL-K201 -1 way audio kit (Built in Access -More than 3 requires additional power supply
GL-K202 -2 unit audio kit Code Pad) -Stadio Plus Panel with B/W camera (Manual
GL-K204 -4 unit audio kit Pan/Tilt)
GL-K206 -6 unit audio kit -Internal Intercommunication
GL-K208 -8 unit audio kit ACCESS CONTROL:
-2 outputs with 8 activation codes, and an
independent panic code
-4, 5 or 6 digit long programmable codes
-Programmable activation time: O to 20 seconds
-3 wrong consecutive codes, controller is disabled
for 83 minutes. 3 wrong consecutive codes again,
the controller will be disabled for double time up
to a maximum of 12 minutes.

4+N Kits
Rock Panels
Vandal Proof

IP-44 & IK-09
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